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[bookmark: OLE_LINK4]FVUIADV V0.12.25.7（202509301047）Version release log
1. Introduction
· Firmware version: FVUIADV_7628_V0.12.25.7_202509301047_RC.bin
· Version upgrade：Upgrade from FVUIADV V0.12.2（202412281749）to FVUIADV V0.12.25.7 (202509301047)
· Applicable models: P20,P20P, P20G, P21, P21P, P22P, P22G, P23G, P23GW, P10W, P11W, FIP12WP, FIP12WP-R
· Release date: 2025.10.10
2. New Features
1. Added the ability to upload new audio files to TFTP or FTP servers.
2. Call prefix matching.
3. Diagnostic log adds monitoring application heartbeat function.
3. Function optimization
1. Add ringtone playback duration control.
2. Add an expansion board brightness follow-up phone adjustment.
3. Optimize the web expansion board interface.
4. Updated German LCD language pack.
5. Add DTMF functionality to programmable buttons.
6. Ringing can be disabled during multicast.
4. Problem fixing
1. Fixed an issue where an error was displayed when outgoing calls from the LDAP phone book failed.
2. Fixed P10W wifi connection successful, but connection status shows failure and does not obtain IP issue.
3. Fixed an issue where audio files could not be displayed when there were too many audio files.
4. Fixed an issue where multicast calls could not be received.
5. Fixed an issue where multicast was not received when unconditional transfer was enabled.
6. Fixed an issue where scheduled restarts only took effect once.
7. Fixed an issue where the device time was not updating.
8. Fixed overlapping call time issue in customer-customized call interface.
9. Fixed an issue where the German LCD hold interface icon would block German characters in fip12wp.
10. Fixed an issue where the “Synchronize Phone Time” phone time parameter was not taking effect.
11. Fixed an issue where pressing the transfer key during a call did not respond in the customer environment.
12. Fixed FIP12WP OPTION 66+metaswitch automatic deployment failure issue.
13. Fixed an issue with incorrect validation of remote phonebook URL and provision URL..
14. 14. Fixed an issue where DTMF signals were not sent after disabling key tones when using the inband DTMF mode.
15. [bookmark: _GoBack]Fixed an issue where display names were incomplete when multiple display names existed in LDAP.
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